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DHKBL WITH UTILITY ARM S (UAS)
•	 Utility Arm S easily handles 2-16" diameter pipe, poles 

•	 Handles pipe, poles, I-beams and casings in all weather conditions

•	 Indicator lights allow operator to monitor load status

•	 Load locking valve system ensures load is never dropped

•	 Load can be lifted from an off-center position

•	 Ideal for positioning during welding, lowering in, and pipe extraction

•	 Able to handle bent pipe, elbows, tees, and valves

•	 Can handle load covered with snow, ice or dirt

DECKHAND®KBL ARM OPTIONS

DHKBL WITH DIRECTIONAL DRILLING ARM LT (DDLT)
•	 Handles 4.5-9" inch diameter drill rod or uncoated pipe

•	 Handles pipe on and off trailers, pipe rack or drill rig without disturbing 
adjacent pipe

•	 Indicator lights allow operator to monitor load status

•	 Load locking valve system ensures pipe is never dropped

•	 Pipe and drill rod can be lifted from an off-center position

•	 Arm design allows for pipe to be picked from center of pipe rack

•	 Can handle drill rod and pipe covered with snow, ice or dirt

The DECKHAND®KBL is available in two submodels based on your needs: DHKBL-UAS and DHKBL-DDLT.
Arms are not interchangeable on the DECKHAND®KBL


