
Part Number 10624

Model Number DHKBL 1000 UAS

Heat Tilt Pressure 3000-3200 PSI / 207-221 BAR

Grab Arms Pressure 2200 PSI / 152 BAR

Rotate/Beam Tilt Pressure 1800 PSI / 124 BAR

Max Flow 10 GPM / 38 LPM

Min Flow 6 GPM / 23 LPM

Standard Recommended Flow 10 GPM / 38 LPM

Capacity 1800 LB / 816 KG

Weight 1550 LB / 703 KG

Dimensions 72L x 31W x 69H (IN) / 183L x 79W x 175H (CM)

DECKHAND®DHKBL 1000 UAS HEAD UNIT

   
Delivering the same safety and control as the 
original DECKHAND®, the DECKHAND®KBL 1000 
UAS handles small pipe and poles safely and 
efficiently. Compact in size, it is designed to mount 
easily to knuckle boom cranes and loaders across 
a variety of manufacturers.

•	 Universal Attachment: Mounts to knuckle booms of any 
make and model

•	 Remote Operation: Uses your prime mover’s controls

•	 360° Rotation: Total load control in the operator’s hands

•	 Multi-Axis Tilt: Up to 95° head tilt and 20° beam tilt for 
precise load placement

•	 Load-Holding Valves: Keeps your load locked in, even 
with pressure fluctuations

•	 Easy Integration: Supports standard 12V and 24V 
electrical systems

•	 Versatile Handling: Secure load handling in horizontal 
and vertical applications

•	 Fluid Power: Requires 4 hydraulic circuits
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